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tallic Surfaces Apposing Bone or Bone
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(ii) ISO 5832-4:1996 ‘‘Implants for Sur-
gery—Metallic Materials—Part 4: Co-
balt-Chromium-Molybdenum  Casting
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(iii) ISO 5832-12:1996 ‘‘Implants for
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(iv) F 981-93 ‘‘Practice for Assess-
ment of Compatibility of Biomaterials
(Nonporous) for Surgical Implant with
Respect to Effect of Material on Mus-
cle and Bone,”’

(v) F 1044-95 ““Test Method for Shear
Testing of Porous Metal Coatings,”’

(vi) F 1108-97 ‘‘Specification for Tita-
nium-6 Aluminum-4 Vanadium Alloy
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(viii) F 1537-94 ‘‘Specification for
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§888.3160 Elbow joint metal/polymer
semi-constrained cemented pros-
thesis.

(a) Identification. An elbow joint
metal/polymer semi-constrained ce-
mented prosthesis is a device intended
to be implanted to replace an elbow
joint. The device limits translation and
rotation in one or more planes via the
geometry of its articulating surfaces.
It has no linkage across-the-joint. This
generic type of device includes pros-
theses that consist of a humeral resur-
facing component made of alloys, such
as cobalt-chromium-molybdenum, and
a radial resurfacing component made
of ultra-high molecular weight poly-
ethylene. This generic type of device is
limited to those prostheses intended
for use with bone cement (§888.3027).

(b) Classification. Class II.

§888.3170 Elbow joint radial (hemi-
elbow) polymer prosthesis.

(a) Identification. An elbow joint ra-
dial (hemi-elbow) polymer prosthesis is
a device intended to be implanted made
of medical grade silicone elastomer
used to replace the proximal end of the
radius.

(b) Classification. Class II.

§888.3180 Elbow joint humeral (hemi-
elbow) metallic uncemented pros-
thesis.

(a) Identification. An elbow joint hu-
meral (hemi-elbow) metallic
uncemented prosthesis is a device in-
tended to be implanted made of alloys,
such as cobalt-chromium-molybdenum,
that is used to replace the distal end of
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